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DCAM
Centrifugal single-inlet, high-pressure fans with 
sheet steel casing and cast aluminium impeller

Model speed 
 rpm

Motor- 
leistung  

kW

Volume air 
flow 
m³/hr

soundlevel 
dB(A)

inlet 
mm

outlet 
mm

Schutzgitter 
Model DRPA

DCAM-540-2T 2890 1,5 2600 85 B-180 120x140 23
DCAM-545-2T-3 2840 2,2 2630 86 B-180 135x170 23
DCAM-545-2T-4 2880 3 3550 88 B-180 135x170 23
DCAM-550-2T-5,5 2895 4 3500 90 B-224 150x200 28
DCAM-550-2T-7,5 2925 5,5 4750 91 B-224 150x200 28
DCAM-752-2T-7,5 2920 5,5 5500 93 B-224 160x200 28
DCAM-752-2T-10 2910 7,5 6500 94 B-224 160x200 28
DCAM-760-2T-10 2930 7,5 3400 95 B-250/2 180x220 31
DCAM-760-2T-15 2940 11 5700 97 B-250/2 180x220 31
DCAM-760-2T-15/E 2950 11 6800 98 B-250/2 180x220 31
DCAM-880-2T-40 2950 30 10000 99 B-315/2 190x290 38

Model design code: 
2T  =  2800 rpm /   3~  400 Volt 50 Hz                
e.g.  pipe connection model code B 180 adapted for 180mm folded spiral seam pipe

Turbine aus Aluminiumguss

Ventilator
• Steel sheet casing
• Cast aluminium impeller, models 752 and 880 in sheet steel
• Housing with anticorrosive finish
• Max. air flow temperature: 120º C

On demand
- Special windings for different voltages
- max temperatur air up to 250ºC
- Category 2 G or D  ATEX certification 

CE mark Ex II 2 G/D Eex E or D.
- Inlet and round outlet flanges, inlet 

protection grid
- Silencer,  shaft sealing, speed control
- damper /  throttle
- Flexible flanges
- speed control
- housing and wheel made from 
    stainless steel
 

Motor
•   Motor Iso Class F,  
    protection IP55
•  three phase norm motor  

230/400V - 50Hz (up to 4 kW) and 
400/690V - 50Hz (more than 4kW)

High pressure fan

Adapter from angled outlet to round tubes are available
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Model 
DAMC 500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500 6000 6500 7000 7500 8000 9000 10000

540 2330 2100 1930 1660 1270 500   

545-3 * * * * 2360 2080 1500 0  

545-4 3380 3200 3000 2800 2570 2190 1700 950  

550-5,5 * * * * 3360 2890 2280 1443  

550-7,5 4650 4470 4200 3950 3520 3080 2590 1830  

752-7,5 * * * * * * 4990 4600 4150 3580 2600 1300  

752-10 * * * * * 6420 5840 5280 4600 3840 3100 1980  

760-10 * * * * * * * * * * * * 3300 2700 1100  

760-15 * * * * * * * * * * * 5410 4400 3300 2200  

760-15E * * * * * * 6700 6200 5580 5000 4160  

Air volume flow [m³/h] depending on static pressure [Pa]:

resistance in duct system / static pressure 2000 Pa  (Pascal)
wanted air capacity e.g..  2.300 m³/hr  ----->model code  1025-2T-4
Attention please: here * the fan cannot work

DCAM A A1 B C H

540 565 556 678 424 400

545 650 636 768 496 450

550 719 715 868 583 510

752 713 713 856 624 510

760 837 833 975 715 570

880 946 941 1046 905 710

Dimensions [mm]:

Ask for accessories

m³/

Maß C ist je nach Motorstärke unterschiedlich

Example:  


