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- Impeller with forward-facing blades made from galvanised sheet steel

DCMP low cost medium pressure blower

Centrifugal single-inlet, medium-pressure fans 
with casing and impeller made from sheet steel.

- Steel sheet casing
- Model CMP 38-2M casing made from 

cast aluminium

Motor
•  Motor Iso Class F,  

protection IP55
•  three phase norm motor  

230/400V - 50Hz (up to 4 kW) and 
400/690V - 50Hz (more than 4kW)

•  Temperature
 -20ºC upto + 120º C, but  

max. +100º C model DCMP-38

On demand
- Special windings for different voltages
- max temperatur air up to 250ºC
- Category 2 G or D  ATEX certification 

CE mark Ex II 2 G/D Eex E or D.
- Inlet and round outlet flanges, inlet 

protection grid
- Silencer,  shaft sealing, speed control
- damper /  throttle
- Flexible flanges
- speed control
- housing and wheel made from 
    stainless steel

Model speed  rpm 400 V 
A

Motor 
leistung 

kW

Luft- 
leistung  

m³/hr

Schall-
pegel 
 dB(A)

inlet-seite  
B

outletseite  
[mm]

inletschutz  
RPA

DCMP-38-2M 2600 0,01 200 50 53 x 67 10

DCMP-512-2T 2850 0,32 0,08 475 62 B-112 75 x 86 15

DCMP-514-2T 2800 0,7 0,18 1000 65 B-140 83 x 107 17

DCMP-616-2T 2800 0,88 0,37 1430 69 B-160 103 x 125 20

DCMP-620-2T 2800 0,88 0,37 830 68 B-200 105 x 100 25

DCMP-718-2T 2850 1,7 0,75 1400 70 B-180 115 x 146 23

DCMP-820-2T 2845 2,4 1,1 1950 73 B-200 130 x 156 25

DCMP-922-2T-1,5 2850 2,55 1,1 1650 70 B-224 140 x 215 28

DCMP-922-2T-2 2850 3,2 1,5 2050 71 B-224 140 x 215 28

DCMP-922-2T-3 2860 4,5 2,2 2900 74 B-224 140 x 215 28

DCMP-1025-2T-3 2860 4,5 2,2 2520 73 B-250/3 165 x 250 31

DCMP-1025-2T-4 2895 5,9 3 3125 77 B-250/3 165 x 250 31

DCMP-1128-2T-4 2890 5,9 3 3000 77 B-280/2 180 x 297 35

DCMP-1128-2T-5,5 2890 7,6 4 4000 81 B-280/2 180 x 297 35

Model design code: 
2T  =  2800 rpm /   3~  400 Volt 50 Hz
2M =  2800 rpm /  single phase 230V  50 Hz                       
e.g.  pipe connection model code B 180 adapted for 180mm folded spiral seam pipe

Laufrad aus verzinktem Stahlblech 
in Industrieausführung

Adapter from angled outlet to round tubes are available
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DCMP 100 300 400 600 800 1000 1200 1400 1500 1600 1900 2000 2100 2200 2400
 512-2T 440 300 130  
 514-2T 940 770 660 240  
 616-2T 1430 1170 1050 760  
 620-2T * * * 810 680 480 240  
 718-2T * * * * 1400 380 -  
 820-2T * * * * * 1590 880 0  
 922-2T-1,5 * * * * * * * 1480 900 400  
 922-2T-2 * * * * * * * 1800 1400 560  
 922-2T-3 * * * * * * * 2400 1590 500  
 1025-2T-3 * * * * * * * * * * 2120 1620 1060  
 1025-2T-4 * * * * * * * * * * 2900 2300 1500  
 1128-2T-4 * * * * * * * * * * * * 2880 2250 2640
 1128-2T-5,5 * * * * * * * * * * * * * 2300 3730

Air volume flow [m³/h] depending on static pressure [Pa]:

resistance in duct system / static pressure 2000 Pa  (Pascal)
wanted air capacity e.g..  2.300 m³/hr  ----->model code  1025-2T-4
Attention please: here * the fan cannot work

exact performance curves you can find here: www.dasslerventilatore.info/dcmp.pdf

DCMP A B B1 C H1 H

 5 12-2T 185  207 252 69 118

 5 14-2T 225 254 252 91 150

 6 16-2T 258 297 295 106 174

 6 20-2T 298 347 296 146 203

 7 18-2T 304 348 358 122 201

 8 20-2T 322 377 336 137 223

 9 22-2T-3 389 455 431 134 280

 10 25-2T-4 427 503 486 144 310

 11 28-2T-5,5 472 553  524 152 340

Dimensions [mm]:

Ask for accessories

m³/

Modelle 5, 6, 7 and 8...  ohne Konsole
Modelle 9, 10 and 11  mit Konsole lt. Skizze
Maß C ist je nach Motorstärke unterschiedlich

Example:  


